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TYPE I DRAWING

ROSEMOUNT 5401

NTSD

ROSEMOUNT 5401 LOW FREQUENCY RADAR LEVEL TRANSMITTER

SST CONE ANTENNA W/ HOUSING
       (OPTIONS 3S-8S) WITH PROTECTIVE PLATE ANTENNA

   (OPTIONS 3H-8H,3M-8M,3N-8N)

CONE SIZE      A       B      ANTENNA CODE

3      3.3 (84)   2.6 (67)        3S

5401 STANDARD SST CONE

CONE EXT. MAX    A         OPTION CODE
20 (500)       20.4 (518)     S3

4      5.9 (150)   3.6 (92)       4S
6      7.3 (185)   5.5 (140)        6S
8      10.6 (270)   7.4 (188)       8S

1/2-14NPT
OR M20 X 1.5 (2)
 
(AVAILABLE WITH EUROFAST
 OR MINIFAST CONNECTORS)

OPTIONAL EXTENSION

3" CONE STYLE

4",6",8" STYLE CONE

PROTECTIVE
PLATE

http://www2.emersonprocess.com/en-US/brands/rosemount/Documentation-and-Drawings/Product-Data-Sheets/Pages/index.aspx
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ROSEMOUNT 5401

NTSD

ROSEMOUNT 5401 LOW FREQUENCY RADAR LEVEL TRANSMITTER

ROD ANTENNA
With protective plate = 1R/2R OPTIONS
Without protective plate = 3R/4R OPTIONS
 

ROD SIZE      A       B       ANTENNA CODE

SHORT   14.4 (365)   4 (100)      1R,3R

ROD ANTENNA WITH
THREADED CONNECTION
(OPTIONS RA) WITH (3R,4R)

ROD ANTENNA TRI-CLAMP
CONNECTION
(OPTIONS AT,BT,CT) WITH (3R,4R)

LONG    20.3 (515)   10 (250)     2R,4R

FLANGE CONNECTION

THREADED CONNECTION

SCALE  7/10

TR-CLAMP 
CONNECTION

http://www2.emersonprocess.com/en-US/brands/rosemount/Documentation-and-Drawings/Product-Data-Sheets/Pages/index.aspx
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MOUNTING CONFIGURATION (CODE BR)

BRACKET MOUNTING
   (OPTIONS BR)

http://www2.emersonprocess.com/en-US/brands/rosemount/Documentation-and-Drawings/Product-Data-Sheets/Pages/index.aspx

